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Certifications

TECHNICAL AND PERFORMANCE DATA

DIMENSIONS

Frequency (Hz) 50
Insulation class II°
Max absorbed current (A) 0,15
Max absorbed power (W) 26
Ø Discharge hole (mm) 97
Voltage (V) 240

Weight (Kg) 1,21
Max airflow (l/s) 16,7
Max airflow (m³/h) 60
Max pressure (mmH2O) 4,2
RPM 1870
Sound pressure Lp [dB (A)] at 3 m 38,5

Min / Max thickness of installation celiling (mm) 10/20
Size A (mm) 168
Size B (mm) 176
Size C (mm) 25
Size D (mm) 97
Size E (mm) 93
Size F (mm) 281
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DESCRIPTION
• For the ventilation of toilets, bathrooms and showers. 
• Model with timer. 
• Induction motor with thermal cut-out. 
• The units have a high extraction to overcome pressure loss when long
ducts are used. 
• Complies with the CEI EN 60335-2-80 standard. 
• Special anti-vibration gasket for silent operation. 

• Protection grille on the intake port. 
• Fully complies with current Building Regulations. On up to 3m flexible
duct. 

Design: F. Trabucco – M. Vecchi

ACCESSORIES

CA-FU 100
(FASCETTE)
Code 22667

CA-MU (STAFFE
DI SOSTEGNO)
Code 22674

PER INFORMAZIONI / FOR INFORMATION

ITALY
Pre Sales:
prevendita@vortice-italy.com
After Sales:
postvendita@vortice-italy.com

UNITED KINGDOM & REP. OF
IRELAND
Sales Dept:
sales@vortice.ltd.uk
Technical Dept:
technical@vortice.ltd.uk

OTHER COUNTRIES
Sales Dept:
export@vortice-italy.com
After Sales:
after-sales@vortice-italy.com

https://www.vortice.com/it/
https://www.vortice.com/en/accessories-and-components/accessories/22667
https://www.vortice.com/en/accessories-and-components/accessories/22674

