
Technical Data Sheet
CODE 12102

VORT HR 200 BP

Certifications

TECHNICAL AND PERFORMANCE DATA

DIMENSIONS

Absorbed current at 230 V (A) 0,82
Frequency (Hz) 50
Insulation class I°
IP X2
Max absorbed power (W) 110
Voltage (V) 230
Weight (Kg) 16,6
Breakout sound power LWA [dB(A)] 53,2
Breakout sound pressure at 3m at Max
speed calculated in free field Lp [dB(A)]

32,6

Max airflow (l/s) 64
Max airflow (m³/h) 230
Max pressure (mmH2O) 27
Max pressure (Pa) 265
RPM 2800
Sound power at exhaust inlet LWA
[dB(A)]

49,2

Sound power at supply outlet LWA
[dB(A)]

68,3

Sound pressure at 3m at extraction at
Max speed calculated in free field Lp
[dB(A)]

28,6

Sound pressure at 3m at supply at Max
speed calculated in free field Lp [dB(A)]

47,7

Size A (mm) 595
Size B (mm) 480
Size C (mm) 292
Size D (mm) 69
Size E (mm) 74
Size F (mm) 155
Size G (mm) 127
Size L (mm) Ø 125
Size M (mm) 86,5
Size N (mm) 79,5

UKCA

PER INFORMAZIONI / FOR INFORMATION

ITALY
Pre Sales:
prevendita@vortice-italy.com
After Sales:
postvendita@vortice-italy.com

UNITED KINGDOM & REP. OF
IRELAND
Sales Dept:
sales@vortice.ltd.uk
Technical Dept:
technical@vortice.ltd.uk

OTHER COUNTRIES
Sales Dept:
export@vortice-italy.com
After Sales:
after-sales@vortice-italy.com

https://www.vortice.com/
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DESCRIPTION

ACCESSORIES

CB TOUCH LCD
W
Code 21933

ELECTRIC
HEATER 500
Code 21630
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