
MAINTENANCE.
EC COMPLIANCE AND CORRECT USE OF THE FAN

Regulations:

UNE-EN ISO 12100-1

UNE-EN ISO 12100-2

UNE 100250  (ISO12499)

ISO 1940-1

IMPORTANT: THIS PARTICULAR FAN CANNOT BE THE MOST APPROPIATE FOR THE INSTALLING SECURITY REQUIREMENTS. THEREFRE

INSTALLATION. 

APPLICATIONS
The requirements and characteristics of each fan model are determined in each case by the rules and regulations established either locally or in general 

-
The 

 
-

-

done immediately by the client directly to the transport agency or insurance company
 
TRANSPORTATION AND STORING

QUALITY CONTROL 

BALANCING:



IMPORTANT: THIS PARTICULAR FAN CANNOT BE THE MOST APPROPIATE FOR THE INSTALLING SECURITY REQUIREMENTS. THEREFRE

her locally or in general 

-
The 

-

-

Do 

PRODUCT GUARANTEE

all elements used

IMPORTANT: CASALS VENTILACIÓN is exempt of any responsibility of any possible accident caused by the wrong manipulation of the fan 

compliance of all the warning and security regulations detailed in this manual.

GUARANTEE PERIOD:
been installed nor used immediately after its acquisition at CASALS VENTILACIÓN

period of the fan, repairing can only be done under previous consent from CASALS VENTILACIÓN and by authorised shops and staff. 

TRANSPORT COSTS OF ANY SMALL FANS TO
THE SUGGESTED TECHNICAL SERVICE.

NON CONFORMITY RETURNS: -

-

INSTALLATION AND START UP OF THE FAN
VERIFICATION: 

ONLY FOR TRANSMISSION FANS groups VHT, VCBPT and VCMAPT: the motor and transmission shafts connected to the propeller or turbine 

ELECTRICAL CONNECTION AND INSTALLATION:

-

Specially in BD fans of the VCBPD group and in some indicated models the connection should be done by using always the thermal protec-

TENSION AND FREQUENCY:

CONSUMPTION:
-

GROUND SYSTEM: According to the current legislations the fan is a Class I and it is mandatory that the ground system is connected, it can be found 

ENVIRONMENTAL CONDITIONS:
Independently of the thermal class of the motor, it is advised not to exceed 40ºC environment tempe-

rature around the refrigerating air of the motor and the humidity should not be over 60% in order to guarantee the correct refrigeration of 
the motor and extend its life. The maximum circulating air temperature should be between 40º and 55º for the models that have the motor 

carefully all the information of the technical catalogue where a summary of all ranges and models are explained in detail. For other applica-

contact directly the manufacturer.
 



Do 

fan 

period of the fan, repairing can only be done under previous consent from CASALS VENTILACIÓN and by authorised shops and staff. 

-
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 the motor and transmission shafts connected to the propeller or turbine 

-

protec-

-

 found 

Independently of the thermal class of the motor, it is advised not to exceed 40ºC environment tempe-
igeration of 

he motor 

other applica-

DIRECTION OF THE ROTATION: 

NOISE LEVEL:

CONNECTION TO THE DUCT INSTALLATION:

PROTECTION AGAINST UNVOLUNTARY ACCIDENT:  For all fan models, CASALS VENTILACION can provide protection accessories against 

assemble such protection elements to guard any openings left  in the fan after being installed. IMPORTANT: the impeller and propeller could 
not be visible when rotating under poor illuminating conditions. 

START UP: 

CASE IT EXCEEDS THE CONSUMPTION IMMEDIATELY STOP THE FAN. 

 but the main cause
usually is a wrong adaptation of the installation due to excess or  faulty charge.

MAINTENACE  OF THE FAN

been loosened and especially for the transmission groups VHT, VCBPT and VCMAPT retighten all elements: pulleys, tensors, motor base support, 

CONSIDERATIONS DURING REVISIONS:
of the fan:

-

CLEANING: The correct attention, maintenance and cleaning of all installed elements must be done periodically by the installation respon-
sible.

GREASING:

-


