
TECHNICAL DATA SHEET

TECHNICAL AND PERFORMANCE DATA

FOR INFORMATIONI / PER INFORMAZIONI 

ITALY
Pre Sales:
prevendita@vortice-italy.com
After Sales:
postvendita@vortice-italy.com

UNITED KINGDOM & REP. OF IRELAND
Sales Dept:
sales@vortice.ltd.uk
Technical Dept:
technical@vortice.ltd.uk

OTHER COUNTRIES
Sales Dept:
export@vortice-italy.com
After Sales:
after-sales@vortice-italy.com

Product max consumption in Normal setting V7 (without heater) [W] 13

Product max consumption in Boost setting V7 (without heater) [W] 27

Product max Amps (without heater) [A] 0,25

Voltage (V) 220-240

Frequency (Hz) 50/60

Insulation Class I

IP X2

Max ambient temperature for continuous operation (°C) 50

Weight (Kg) 6,3

Filter G4

Data Logger Yes

Speed settings (Normal) 7 set speeds 13l/s to 49l/s 

Speed settings (Boost) 7  set speeds 25l/s to 74 l/s

Adjustable Speeds Yes

Radon Mode Yes

Quiet mode Yes

Lock feature Yes

Adjustable summertime shutdown 24°C-28°C adjustable range

Heater (Additional) Yes  500W

Sound Pressure Lp dB(A) (measured @Vset 
1=13l/s @1m) - Outlet

20,6 dB(A)  )  

Sound Pressure Lp dB(A) (measured @Vset 
1=13l/s @3m) - Outlet 11.1 dB(A)

Size A (mm) 631

Size B (mm) 407

Size C (mm) 326

Size D (mm) 44

Size E (mm) 53

Size F (mm) 314
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POSITIVE INPUT VENTILATION TO HELP ERADICATE MOULD IN THE HOME
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CURVES

ACCESSORIES

AIR DISTRIBUTION BOX 6X80 1X125
CODE 22343

ADJUSTABLE BRACKETS KIT
CODE 20460

ELECTRIC HEATER 500
CODE 20359

G4-F7 FILTER
CODE 20371

NOX FILTER
CODE 20476

POSITIVE INPUT VENTILATION TO HELP ERADICATE MOULD IN THE HOME

Normal Speed performances' curves V1 to V7 (Static pressure/FlowRate/Consumption) 




